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/// 2nd edition 2016

It is time for our next journey – will you join us?
We are very excited to present the second edition of our 
specials. In this edition, we are not only offering you special 
discounts, free items and attractive package offers for select 
products. No - we are also taking you on a journey through  
a beautiful time of the year. A time of the year that is ideal  
for being creatively inspired.

The IKA team hopes you enjoy the second edition of our  
specials: “Creative thinking inspires. Ideas inspire change.”

Learn about and order fascinating products from IKA online: www.ika.com/ikaspecials.

3-YEAR WARRANTY* 
* 2 + 1 years following registration at www.ika.com/register, not including wearing parts

2015



4 5

2nd edition 2016 2nd edition 2016

RH basic package offer
/// Magnetic stirrer with heating function

Compact magnetic stirrer with high performance and heating 
function with an innovative design. Highlight: The ergonomic 
handle. Our RH basic has a connector compliant with DIN 12878 
for connecting an electronic contact thermometer, for example, 
the ETS-D5. With it, temperatures can be  controlled directly in 
the medium. A high heat output of 600 watts and a heating 
plate made of a stainless steel-copper compound guarantee fast 
heating-up times. With adjustable safety circuit for the heating 
plate temperature from 100 – 360°C.

Stirring quantity max. (H2O) 15 l

Motor rating input / output 20 / 2 W

Speed range 100 – 2,000 rpm

Speed display Scale

Heat output 600 W

Temperature range 50 – 320 °C

Stirrer length max. 80 mm

Safety circuit adjustable  
min./max.

100 – 360 °C

Control accuracy with sensor
ETS-D5: ± 0.5 K
ETS-D6: ± 0.2 K

Active substance  
installation surface

Stainless steel 1,4301

Dimensions Ø 135 mm

Weight 2.8 kg

TECHNICAL DATA  
/// RH basic, Ident. No. 0005019700

Ident. No. 0010001956
€ 878.00 

€ 567.00

RH basic package offer
›	 RH basic magnetic stirrer
+	ETS-D5 temperature sensor
+	H 38 holding rod
+	H 16 V support rod 
+	H 44 boss head clamp 
+	H 16.3 extension 

FREE  
/// ETS-D5 temperature sensor + 
H 38 holding rod + H 16 V support rod + 
H 44 boss head clamp + H 16.3 extension 

YOU CAN 
SAVE 35 %!
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RO
/// Multi-position magnetic stirrer  
without heating function

Digital multi-position magnetic stirrer with 5, 10 or 15 stirring positions 
without heating function. Due to silent flush drive technology, the speed 
is identical for all stirring positions. Series experiments can be carried 
out under reproducible conditions. The speed remains constant even if 
the load changes. The enclosed, compact design makes it easy to clean 
and protects the device against the penetration of liquids. A removable, 
transparent anti-slip film is included in the scope of delivery.

RO 5 
Ident. No. 
0003690500

RO 10 
Ident. No. 
0003691000

RO 15 
Ident. No. 
0003692500

Number of stirring positions 5 10 15

Max. stirring quantity per stirring position (H2O) 0.4 l 0.4 l 0.4 l

Distance between stirring places 90 mm 90 mm 90 mm

Speed deviation of  
individual stirring positions

0 % 0 % 0 %

Speed display LED LED LED

Speed range 0 – 1,200 rpm 0 – 1,200 rpm 0 – 1,200 rpm

Speed adjustment 10 rpm steps 10 rpm steps 10 rpm steps

Set-up plate material Stainless steel 1.4301 Stainless steel 1.4301 Stainless steel 1.4301

Set-up plate dimensions 120 × 470 mm 190 × 470 mm 280 × 470 mm

Dimensions (W × D × H) 120 × 570 × 60 mm 190 × 570 × 60 mm 280 × 570 × 60 mm

Weight 3 kg 5 kg 7 kg

TECHNICAL DATA  
/// RO 5/10/15

Ident. No. 0003690500

€ 1,131.00

Ident. No. 0003692500

€ 1,762.00
Ident. No. 0003691000

€ 1,252.00

RO 10 RO 15

RO 5

6
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RW 20 digital package offer
/// Mechanical overhead stirrer

Our RW 20 is the optimal digital stirrer for your stirring and  
mixing tasks in the laboratory.  

What you can expect:
– digital display
– robust, slim, ergonomic design
– constant power-drive
– two speed ranges for universal usage from 60 – 2,000 rpm
– push-through agitator shaft (only when stopped)
– for a stirring quantity of up to 20 liters (H2O)

Stirring quantity max. (H2O) 20 l 

Viscosity max. 10,000 mPas

Motor rating input / output 70 / 35 W 

Permissible ON time 100 %

Speed range 60 – 2,000 rpm (50 Hz)

Torque max. on the stirring shaft 150 Ncm 

Display LED

Connection for  
ext. temperature sensor

no

Chuck clamping range 0.5 – 10 mm

Hollow shaft yes

Dimensions (W × D × H) 88 × 212 × 294 mm

Weight 3.1 kg

Permissible ambient temperature 5 – 40 °C

Permissible relative moisture 80 %

Protection class  
according to DIN EN 60529

IP 20

TECHNICAL DATA  
/// RW 20 digital, Ident. No. 0003593000

Ident. No. 0009011600
€ 1,410.00 

€ 992.00

RW 20 digital package offer
›	 RW 20 digital overhead stirrer
+	R 1826 plate stand
+	R 182 boss head clamp
+	R 1342 propeller stirrer, 4 bladed

FREE  
/// R 1826 plate stand + R 182 boss head clamp +  
R 1342 propeller stirrer, 4 bladed

YOU CAN  
SAVE 30 %!
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ULTRA-TURRAX 
Tube Drive control package offer
/// Disposable homogenizing system

Ident. No. 0009022500
€ 1,150.00 

€ 997.00

ULTRA-TURRAX Tube Drive control  
package offer DT-20
›	 UTTD control 
+	DT-20 tube with dispensing unit (25 × )

Ident. No. 0010001957
€ 1,066.00 

€ 997.00

ULTRA-TURRAX Tube Drive control  
package offer DT-50
›	 UTTD control 
+	DT-50 tube with dispensing unit (10 ×)

FREE  
/// DT-50 tube with rotor-stator element (10 ×)

ACCESSORIES (not included in the offer) 
/// Tubes with rotor-stator element

Motor protection against 
overload. 

Turning knob to set the speed. 

Turbo function for short-term 
intensive mixing, homogenizing  
or milling. 

Program library for repeating 
tests under identical conditions.

Multi-lingual OLED display for  
clear and precise menu navigation.

USB interface for controlling and  
documenting all parameters with the 
labworldsoft® software and updating  
the current firmware.

Rotation direction change to optimize the 
mixing and particle size reduction effect.

2 years + 1 year following registration at  
www.ika.com/register.

FREE  
/// DT-20 tube with rotor-stator element (25 ×)

Motor rating input / output 20 / 17 W

Speed range /  
Turbo speed

400 – 6,000 rpm /  
8,000 rpm

Display / Speed display OLED / digital

Timer
10 s – 30 min  
(infinitely adjustable)

Interval to reverse  
the rotating direction

10 – 60 s

TECHNICAL DATA  
/// ULTRA-TURRAX Tube Drive control, Ident. No. 0003827500

Dimensions (W × D × H) 122 × 178 × 54 mm

Protection class  
according to DIN EN 60529

IP 20

Interface yes

Voltage 100 – 240 V

Frequency 50 / 60 Hz

Weight 1.0 kg

2012

YOU CAN  
SAVE 15 %!

PATENTED!

/// DT-20-M-gamma (20 ×),  
Ident. No. 0003700600

€ 168.00

/// DT-50-M-gamma (10 ×),  
Ident. No. 0003701600 

€ 99.00

/// DT-50-M (10 ×),  
Ident. No. 0003629600 

€ 73.00
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RV 8 complete solution
/// Rotary evaporator

The RV 8 rotary evaporator completes the existing series by adding 
a functional basic model. The manual lift, with ambidextrous design, 
allows for precise positioning of the glassware. Digital displays for rota-
tion speed and heating bath temperature allow for optimal control of all 
distilling processes. The new clamp mechanism simplifies the changing 
of evaporation flasks. 

Ident. No. 0010001803 
€ 7,123.00 

€ 6,920.00

RV 8 complete solution
›	 RV 8 V rotary evaporator
+	MVP 10 basic vacuum pump
+	RC 2 basic chiller
+	H.SI.8 hose
+	2 × RV 10.8001 seal
+	VCV 1 manual vacuum control valve

Motor type
brushless direct  
current drive motor

Motor rating input 50 W

Speed range 5 – 300 rpm

Speed display digital

Clockwise and  
counter-clockwise mode

no

Soft start yes

Head angle adjustable 0 – 45°

Stroke displacement 120 mm, manual

Setting of lower end stop no

Vacuum controller external

DRIVE  
/// RV 8 V, Ident. No. 0008033800

Dimensions (W × D × H) 
without glass set 495 × 390 × 615 mm

Weight drive including  
heat bath without glass parts

17.2 kg

Permissible ambient temperature 5 – 40 °C

Maximum permissible  
relative moisture

80 %

Protection class  
according to DIN EN 60529

IP 20

Voltage / Frequency
220 – 240 V /  
50 / 60 Hz

GENERAL DATA    
/// RV 8 V, Ident. No. 0008033800

IN ADDITION TO THE ROTARY EVAPORATOR, YOU ALSO RECEIVE:   
/// MVP 10 basic vacuum pump + RC 2 basic chiller + H.SI.8 hose +  
2 × RV 10.8001 seal + VCV 1 manual vacuum control valve 

Compatible with the IKA RV 10 
complete glass set range.

Adjustable immersion angle  
and height.

Integrated ergonomic handle for  
the stand-alone usage of the heating bath.

Option of moving by 120 mm  
for accommodating different flasks.

BUY THE  
COMPLETE SOLUTION AND  

SAVE 200 EURO!
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RV 10 control auto solution
/// Rotary evaporator

Motor type
brushless direct  
current drive motor

Motor rating input 50 W

Speed range 20 – 280 rpm

Speed display digital

Clockwise and  
counter-clockwise mode

yes

Soft start yes

Head angle adjustable 0 – 45°

Stroke displacement 140 mm, motorized

Setting of lower end stop 60 mm, contact-free

Vacuum controller integrated

DRIVE  
/// RV 10 control auto, Ident. No. 0008037800

Dimensions (W × D × H)  
without glass set 530 × 410 × 430 mm

Weight drive including  
heat bath without glass parts

21.5 kg

Permissible ambient temperature 5 – 40 °C

Maximum permissible  
relative moisture

80 %

Protection class  
according to DIN EN 60529

IP 20

Voltage / Frequency 220 – 240 V / 50 / 60 Hz

GENERAL DATA   
/// RV 10 control auto, Ident. No. 0008037800

Dry Block Heater 2 package offer
/// Safe and precise temperature control

Ident. No. 0010001296
€ 1,052.00 

€ 980.00

DB 1.3 package offer
›	 DBH 2  
+	Single block insert DB 1.3

Ident. No. 0010001299
€ 1,080.00 

€ 980.00

DB 6.3 package offer
›	 DBH 2 
+	Single block insert DB 6.3

FREE  
/// Single block insert DB 1.3

FREE  
/// Single block insert DB 6.3

BUY 1 DBH 2 AND RECEIVE 
1 FREE SINGLE BLOCK INSERT

The improved rotary evaporator RV 10 control auto is equipped with 
our fully automated, speed controlled N 920 membrane vacuum pump. 
Furthermore, the RV 10 control auto determines the required vacuum 
pressure by determining the solvent boiling point. This function offers a 
few crucial advantages compared to a valve-controlled system.

Compatible with the IKA RV 10 
complete glass set range.

Two digital displays for  
optimal overview.

Immersion angle and  
height adjustable.

Option of moving by 140 mm  
for accommodating different flasks.

Number of block inserts 2

Heat output 250 W

Temperature range RT +5 °C – 120 °C

Display LED

Heat control accuracy ± 1 K

Connection for  
ext. temperature sensor

DIN 12878

Control accuracy  
with temperature sensor

± 1 K

Block material Aluminum alloy

Timer 1 min – 99 h 59 min

Dimensions (W × D × H) 151 × 304 × 73 mm

TECHNICAL DATA  
/// Dry Block Heater 2, Ident. No. 0004025200

Ident. No. 0010001506
€ 11,107.00 

€ 9,940.00

RV 10 control auto solution
›	 RV 10 control
+	 labworldsoft® Software
+	RC 2 basic chiller

FREE  
/// labworldsoft®

SINGLE INSERT 
FREE!



16 17

2nd edition 2016 2nd edition 2016

Vortex 3  
/// Vortex shaker

Ident. No. 0010001960
€ 354.00 

€ 334.00

Movement type orbital

Shaking diamter 4 mm

Permissible shaking weight 
(including attachment)

0.4 kg

Motor rating input / output 58 / 10 W 

Speed range 500 – 2,500 rpm

Speed display Scale (0 – 6)

Timer display no

Operating mode
Continuous operation / 
touch operation

Dimensions (W × D × H) 127 × 149 × 136 mm

Weight 4.5 kg

Permissible ambient temperature 5 – 40 °C

Permissible relative moisture 80 %

TECHNICAL DATA  
/// Vortex 3, Ident. No. 0003340000

KS 130 basic package offer
/// Shaker

Movement type orbital

Shaking diameter 4 mm

Permissible shaking weight 
(including attachment)

2 kg

Motor rating input / output 45 / 10 W

Speed range 0 – 800 rpm

Speed display LED line | digital

Timer
∞ / 5 – 50 min |
∞ / 0 – 9 h 59 min

Operating mode
Timer and  
continuous operation

Dimensions (W × D × H) 270 × 316 × 98 mm

Weight 8.8 kg 

Permissible ambient temperature 5 – 50 °C

Permissible relative moisture 80 %

TECHNICAL DATA  
/// KS 130 basic, Ident. No. 0002980000 |
KS 130 control, Ident. No. 0002980100

Ident. No. 0010001958
€ 1,534.00 

€ 1,351.00

KS 130 basic package offer
›	 KS 130 basic shaker
+	AS 130.1 universal attachment
+	STICKMAX adhesive mat

FREE  
/// AS 130.1 universal attachment + STICKMAX adhesive mat

Ident. No. 0010001959
€ 2,195.00 

€ 2,012.00

KS 130 control package offer
›	 KS 130 control shaker
+	AS 130.1 universal attachment
+	STICKMAX adhesive mat

Vortex 3 
›	 Vortex 3 shaker
+	VG 3.3 universal attachment

FREE  
/// VG 3.3 universal attachment

Large speed range allows for inten-
sive mixing, also in small containers.

Orbital movement.

Universal usage because of  
different attachments and inserts. 

UNIVERSAL 
ATTACHMENT FREE!

WE GIVE YOU THE  
UNIVERSAL ATTACHMENT  
AND THE ADHESIVE MAT!

More accessories available on www.ika.com. 
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RC 2 basic / control   
/// Chiller

Highly energy efficient chiller with strong 400 watt cooling output, desi-
gned for cooling applications down to -20°C. The speed-controlled PEEK 
pump allows for indirect gradual setting of maximum pressure and volume 
flow. Excellent temperature constant of ± 0.1K (at -10°C) can also cope 
with demanding applications. The integrated filling funnel and outlet valve 
allow for secure and clean handling of the thermal fluid. The easy-to-open 
front simplifies cleaning of the air filter. Up to 2.5 liters of thermal fluid are 
available for the external cooling circuit from the high-quality insulated 
4-liter bath reservoir without refilling.

Ident. No. 0004173000

€ 4,050.00

Device type Recirculating chiller

Safety class I (NFL)

Cooling capacity (at 20°C) 400 W

Temperature range -20 °C – RT

Temperature display LED | TFT

Temperature stability  
according to DIN 12876

±0.1 K | ± 0.05 K

Bath volume range 1.5 – 4 l

Flow rate max. (at 0 bar) 18 l/min

Max. pump pressure 0.3 bar

Max. suction pressure 0.2 bar

Dimensions (W × D × H) 220 × 526 × 480 mm

Permissible ambient temperature 5 – 32 °C

Permissible relative moisture 80 %

Protection class  
according to DIN EN 60529

IP 21

USB / RS 232 Interface yes

TECHNICAL DATA  
/// RC 2 basic, Ident. No. 0004171000 | 
RC 2 control, Ident. No. 0004173000

18

Ident. No. 0004171000

€ 2,830.00

RC 2 basic chiller RC 2 control chiller
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LR-2.ST Package 1
/// Modular lab reactor

Ident. No. 0010001962
€ 15,243.00 

€ 14,076.00

Lab Reactor LR-2.ST Package 1
+	LR-2.ST stand system
+	LR-2.SI safety disconnection
+	EUROSTAR 200 control P4 overhead stirrer
+	LR 2000.11 anchor stirrer with flow borings
+	LR 2.1 single-walled reactor vessel
+	HBR 4-LR control heating bath
+	 labworldsoft® software

INCLUDED IN PACKAGE  
/// LR-2.ST stand system + LR-2.SI safety disconnection + EUROSTAR 200 control P4 overhead stirrer +  
LR 2000.11 anchor stirrer with flow borings + LR 2.1 single-walled reactor vessel +  
HBR 4-LR control heating bath + labworldsoft® software

TECHNICAL DATA  
/// LR-2.ST Package 1, Ident. No. 0009023600

Min. volume (anchor stirrer) 500 ml

Min. volume (T 25 digital) 800 ml

Max. volume 2,000 ml

Max. working temperature 230 oC

Attainable vacuum 25 mbar

Max. viscosity  
(EUROSTAR 200 control P4)

150,000 mPas

Speed range  
(EUROSTAR 200 control P4) 0/4 – 530 rpm

Max. torque on the stirring shaft 
(EUROSTAR 200 control P4)

660 Ncm

Height of telescopic stand 620 – 1,010 mm

Dimensions (W × D × H) 460 × 430 × 1,240 mm

Materials in contact with medium
Stainless steel  
(AISI 316L), FFPM, 
borosilicate glass 3.3

SAVE
1,167 EURO!
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MF 10 mill package offer
/// Mill

Motor rating input / output 1,000 / 500 W

Speed range 3,000 – 6,500 rpm

Speed display no

Max. useful volume max. 5 kg / h

Duty cycle (ON / OFF) 120 / 30 min

Overload protection yes

Circumferential speed 22.5 m/s

Max. feed hardness 6 Mohs

Max. feed grain size 15 mm

Grinding chamber material
Stainless steel  
(AISI 316L)

Dimensions (W × D × H) 320 × 300 × 380 mm

Weight 11.9 kg (incl. MF 10.1)

Permissible ambient temperature 5 – 40 °C

Permissible relative moisture 80 %

Protection class  
according to DIN EN 60529

IP 22

TECHNICAL DATA  
/// MF 10 basic, Ident. No. 0002836000

Ident. No. 0010001961
€ 8,872.00 

€ 6,820.00

MF 10 basic package offer
›	 MF 10 basic micro grinding mill drive
+	MF 10.1 cutting-grinding head
+	MF 10.2 impact-grinding head

INCLUDED IN PACKAGE   
/// MF 10.1 cutting-grinding head + MF 10.2 impact-grinding head

Circumferential speed 22.5 m/s | 31.4 m/s

Max. granularity of sample
max. 15 mm |  
max. 10 mm

Dimensions incl. MF 10 basic
320 × 300 × 560 mm | 
320 × 300 × 450 mm

Weight incl. MF 10 basic 11.9 kg | 12.4 kg

Materials in contact with medium Stainless steel 1.4308

TECHNICAL DATA  
/// MF 10.1 cutting-grinding head, Ident. No. 
0002870900 | MF 10.2 control, Ident. No. 0002871000

Powerful drive. 

Easy-to-clean working area  
made of stainless steel. 

Easy to replace mill heads.
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magic LAB
/// One machine for many mixing tasks

The magic LAB is a unique and versatile laboratory-sized machine. It 
is suitable for mixing, dispersing, wet milling and incorporating solids 
into liquids. The magic LAB is mainly used for the development of new 
products as well as for product or process optimization. 

Ident. No. 000U078310

€ 7,210.00

magic LAB

Motor output 900 W

Speed range (40 m/s) 3,000 – 26,000 rpm

Operating voltage 220 – 240 V

Frequency 50 – 60 Hz

Process pressure up to 2.5 bar

Product temperature  
in continuous operation

up to 80 °C

In short-term operation  
(up to 18 min/h) 

up to 120 °C

Materials touching the  
product are made of  
stainless steel.

7 replaceable modules 
available.

Handy transport box 
with integrated power cord 
included in the delivery.

Ident. No. 000U078352

€ 1,160.00

Module  
DISPAX-REACTOR DR
Three-stage dispersing 
machine for producing 
the finest emulsions and 
suspensions.

Ident. No. 000U076662

€ 2,630.00

Module colloid mill MK
Wet milling with helical cut 
milling tool for manufacture 
colloid solutions (very fine 
suspensions) and emulsions. 
Distance can be set bet-
ween the rotor and stator.

Ident. No. 000U079664

€ 2,630.00

Module cone mill MKO
Wet milling as with the MK 
module. Disagglomeration 
of viscous suspensions. 
The balls are coated with 
non-abrasive wolfram carbi-
de cobalt. Very small milling 
column settings possible for 
even finer suspensions.

Ident. No. 000U075262

€ 2,060.00

MHD module  
Continual mixing and disper-
sing of powders in liquids. 
Patented procedure. Fast and 
homogeneous mixing in just 
one run with no agglome-
ration. Solid content of up 
to 80 %.

Ident. No. 0020001675

€ 2,630.00

MCD module
Finest wet milling of granular, 
viscous and pasty products by 
means of two corundum dis-
ks. High shear forces mill the 
product finely between the 
rotor and the axially movable 
stator.

Ident. No. 000U075333

€ 2,340.00

CMS module
Suction of solids in liquids 
in a recirculation process. 
Clumping and dust-free 
handling of solids. 
Energy-efficient mixing pro-
cedure for homogeneous 
products.

TECHNICAL DATA  
/// magic LAB, Ident. No. 000U078310

Materials in contact with medium
Stainless steel (AISI 
316L and AISI 316Ti)

Sealing material PTFE-compound

Shaft sealing ring Standard FPM

Elastomers in  
the working chamber

optional EPDM  
(FDA), FFPM

Dimensions (W × D × H) 170 × 270 × 215 mm
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Customizing Center
/// www.ika.com/customizingcenter

We always ensure that our products offer solutions that put you 
ahead.

If our standard range does not offer the solution you are looking 
for, please contact our Customizing Center at any time. Our team 
will check the feasibility and implement your product request.

More information with examples of implemented product change 
requests can be found here: www.ika.com/customizingcenter.

IKA Application Support
/// www.ika.com/applicationsupport

Our Application Center covers 400 m² and offers modern equipment  
for demonstrating and testing laboratory devices and processes. This 
brings us even closer to our customers and improves our service. Interes-
ted individuals and customers can test processes here including stirring,  
shaking, dispersing, milling, heating, analyzing and distilling. 

Call us on 00 8000 4522777 (00 8000 IKAAPPS) or send an email 
to applicationsupport@ika.de or visit our website at  
www.ika.com/applicationsupport.

Our Application Center covers 400 m² 
and offers modern equipment for 
demonstrating and testing laboratory 
devices and processes.

Send us your sample. We will 
run a test with the suitable device - 
within 48 hours.

Interested individuals and custo-
mers can test processes including 
stirring, shaking, dispersing, milling, 
heating, analyzing and distilling.

We would be happy to help you find  
the perfect device for your application.



We reserve the right to make changes to 
our pricing and technical specifications.
Prices valid from 1st April to 30th June 2016.
All prices excl. VAT
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IKA-Werke GmbH & Co. KG
Janke & Kunkel-Straße 10, 79219 Staufen, Germany
Phone: +49 7633 831-0, Fax: +49 7633 831-98
eMail: sales@ika.de

/// WEBSITE Discover and order the fascinating products of IKA online:  
www.ika.com/ikaspecials.

BUDAPEST
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1064 Bp. Vörösmarty u.33

Phone: +36 1 342 7982
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