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35-0010
Compression Test Machine 200 kN 

DIN EN 10002 p.2 - DIN EN ISO 7500 p.1 -
BS 1881 - ASTM C78. Accuracy class 2 
(+-1%) with sturdy 2-column test chamber
and supporting structure. The electrohy-
draulic power unit with pressure gauge
250 mm dia. and the precision pressure
regulating valve are integrated in the sup-
porting structure or side-mounted console.
The pressure plates, the upper one moun-
ted to a ball-and socket joint are hardened
(55 HRc) and surface grinded. The test
chamber is equipped with a shatter-proof
guard and door with safety switch. 
Specification: 

Fmax. 200 kN 
Measuring range 20..200 kN 
Pressure plates dia. 230 mm 
Vertical clearance 210 mm 
Piston stroke 50 mm 
Width between columns 220 mm 
Dim. appr. 800x600x1750 mm 
400 V, 50 Hz, 3 ph.

35-0015 
Compression Test Machine 600 kN 

Design as 35-0010, except: 
Specification:

Fmax. 600 kN 
Measuring range 60..600 kN 
Pressure plates dia. 230 mm 
Vertical clearance 210 mm 
Piston stroke 50 mm 
Width between columns 250 mm 
Dim. appr. 800x600x1750 mm 
400 V, 50 Hz, 3 ph.

35-0010 
Druckprüfmaschine 200 kN 

DIN EN 10002 T.2 - DIN EN ISO 7500 T.1 -
BS 1881 - ASTM C78 Genauigkeit Klasse 2
(+-1 %) mit stabilem Zweisäulenprüfraum
und Unterbau. Die Elektrohydraulikeinheit
mit Manometer Ø 250 mm sowie das Fein-
druckregulierventil sind im Unterbau bzw.
der seitlich aufgebauten Konsole eingebaut.
Die Druckplatten, oben kugelig gelagert,
sind gehärtet (55 HRc) und geschliffen.
Der Prüfraum ist mit Splitterschutz und
Tür mit Sicherheitsschalter ausgestattet. 
Technische Daten: 

Fmax. 200 kN 
Meßbereich 20..200 kN 
Druckplatten Ø 230 mm 
Prüfraumhöhe 210 mm 
Hub 50 mm 
Lichte Weite Säulen 220 mm 
Abm. ca. 800x600x1750 mm 
400 V, 50 Hz, 3 Ph.

35-0015 
Druckprüfmaschine 600 kN 

Ausführung wie 35-0010, jedoch 
Technische Daten:

Fmax. 600 kN 
Meßbereich 60..600 kN 
Druckplatten Ø 230 mm 
Prüfraumhöhe 210 mm 
Hub 50 mm 
Lichte Weite Säulen 250 mm 
Abm. ca. 800x600x1750 mm 
400 V, 50 Hz, 3 Ph.
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Druckprüfmaschinen 

DIN 51220-223-302 T.1 - DIN EN 10002 T.2
- DIN EN ISO 7500 T.1 - BS 1881 - ASTM
C78. Genauigkeit Klasse 2 mit stabilem
Viersäulenprüfraum und Unterbau. Die
Elektrohydraulikeinheit mit Manometer 
Ø 250 mm sowie dasFeindruckregulier-
ventil sind im Unterbau bzw. der seitlich
aufgebauten Konsole eingebaut. Die Druck-
platten, oben kugelig gelagert, sind gehär-
tet (55 HRc) und geschliffen. Der Prüfraum
ist mit Splitterschutz und Tür mit Sicher-
heitsschalter ausgestattet. 
Technische Daten:

Druckplatten 210 x 210 mm 
Druckplatten 35-0054 Ø 300 mm 
Prüfraumhöhe 310 mm 
Kolbenhub 30 mm 
Lichte Weite Säulen 240 mm 
Abm. ca. 1000x500x1200 mm 
230 V, 50 Hz

Fmax.   Meßbereich   Gewicht 

kN                  kN            kg

35-0050    1200 240..1200 440 
35-0052    2000 400..2000 540 
35-0054    3000 600..3000 675

Druckprüfmaschinen 

wie vorstehend, Klasse 1 DIN EN ISO
7500-1, anstelle des Manometers mit
elektronischer Kraftmessung über DMS-
Druckaufnehmer und Digitalanzeige mit
integriertem Mikroprozessor wie folgt: 
*Menüführung 
*LED-Anzeige 5-stellig 
*Spitzenwertspeicher 
*ZERO-Taste zum Nullpunktabgleich 
*Interface RS 232 C zur Spitzenwertausgabe
*Meßfehler 0.05 % v. E. +-1 Digit 
Technische Daten: 

Druckplatten 210 x 210 mm 
Druckplatten 35-0064 Ø 300 mm 
Prüfraumhöhe 310 mm 
Kolbenhub 30 mm 
Lichte Weite Säulen 240 mm 
Abm. ca. 1000x500x1200 mm 
230 V, 50 Hz

Fmax. Meßbereich Gewicht

kN kN kg

35-0060 1200 80..1200 440 
35-0062 2000 80..2000 540 
35-0064 3000       100..3000 675

Compression Test Machines 

DIN 51220-223-302 p.1 - DIN EN 10002 p.2
- DIN EN ISO 7500 p.1 - BS 1881 - ASTM
C78. Accuracy class 2 with sturdy 2-co-
lumn test chamber and supporting struc-
ture. The electrohydraulic power unit with
pressure gauge 250 mm dia. and the pre-
cision pressure regulating valve are in-
tegrated in the supporting structure or
side-mounted console. The pressure pla-
tes, the upper one mounted to a ball-and
socket joint are hardened (55 HRc) and
surface grinded. The test chamber is equip-
ped with a shatter-proof guard and door
with safety switch. 
Specification: 

Pressure plates 210 x 210 mm 
Pressure plates 35-0054 dia. 300 mm 
Vertical clearance 310 mm 
Piston stroke 30 mm 
Width between columns 240 mm 
Dim. appr. 1000x500x1200 mm 
230 V, 50 Hz

Fmax.    Measuring     Weight

kN       range kN            kg

35-0050 1200 240..1200 440 
35-0052 2000 400..2000 540 
35-0054 3000 600..3000 675

Compression Test Machines 

as above, class 1 DIN EN ISO 7500-1, but
pressure gauge replaced by an electronic
load measuring system with precision
pressure transducer and digital display
with integrated microprocessor as follows: 
*Menu control 
*5-digit LED display 
*peak memory 
*ZERO-key 
*interface RS 232 C with peak output 
*measuring error 0.05 % v.E. +- 1 digit 
Specification: 

Pressure plates 210 x 210 mm 
Pressure plates 35-0064 dia. 300 mm 
Vertical clearance 310 mm 
Piston stroke 30 mm 
Width between columns 240 mm 
Dim. appr. 1000x500x1200 mm 
230 V, 50 Hz

Fmax.    Measuring    Weight

kN range kN            kg

35-0060 1200 80..1200 440 
35-0062 2000 80..2000 540 
35-0064 3000 100..3000 675
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35-0080 
Second Measuring Range 

comprising precision pressure gauge 
250 mm dia. with overload protection,
fully integrated in 35-0050..54 as follows:
measuring range 120.. 600 kN for 35-0050
measuring range 160.. 800 kN for 35-0052
measuring range 200..1000 kN for 35-0054

35-0100 
Distance Piece 150 mm high 

for inserting between hydraulic piston and
lower pressure plate to reduce the vertical
clearance. Suitable for 35-0050/52/60/62.

35-0105 
Distance Piece 100 mm high 

as above, but suitable for 35-0054/64.

35-0110 
Distance Piece 50 mm high 

as above, suitable for 35-0054/64.

35-0150 
Bending Test Unit 100 kN 

DIN 51220-223-302 T.1 - DIN EN 10002 T.2
- DIN EN ISO 7500 T.1 - BS 1881 - ASTM
C78. Side-mounted on the base frame of
35-0050.. Two columns design with two
adjustable cutting rollers at the bottom (1
fixed, 1 tiltable) and one central cutting
roller at the top. Complete with additional
pressure gauge, measuring range 10..100
kN resp. additional pressure transducer
with digital display, measuring range
4..100 kN.
Specification: 

Fmax. 100 kN 
Piston stroke 80 mm 
Bottom roller clearance 70..600 mm 
Bending roller dia. 20 mm 
Bending roller length 410 mm 
Vertical clearance 220 mm 
Width between columns 450 mm 
Dimensions: 
width 35-0050..plus 560 mm 
depth 35-0050..plus 210 mm 
weight 35-0050..plus 240 kg

35-0170 
Double Roller 

for 4-point loading, suitable for installati-
on in 35-0150 instead of upper central ben-
ding roller. The clearance between the rol-
lers is adjustable from 70 to 200 mm.

35-0080 
Zweiter Meßbereich 

bestehend aus Präzisionsmanometer 
Ø 250 mm mit Überlastschutz, komplett
eingebaut in 35-0050..54 mit folgenden
Meßbereichen: 
Meßbereich 120.. 600 kN zu 35-0050
Meßbereich 160.. 800 kN zu 35-0052
Meßbereich 200..1000 kN zu 35-0054

35-0100 
Zwischenstück 150 mm hoch 

zum Einlegen zwischen Hydraulikkolben
und untere Druckplatte zur Reduzierung
der Prüfraumhöhe. Passend zu 35-0050/
52/60/62.

35-0105 
Zwischenstück 100 mm 

wie vorstehend, jedoch zu 35-0054/64.

35-0110 
Zwischenstück 50 mm 

wie vorstehend, passend zu 35-0054/64.

35-0150 
Biegeprüfeinrichtung 100 kN 

DIN 51220-223-302 T.1 - DIN EN 10002 T.2
- DIN EN ISO 7500 T.1 - BS 1881 - ASTM
C78 seitlich auf dem Grundrahmen von
35-0050.. aufgebaut. Zweisäulenausfüh-
rung mit zwei verstellbaren Biegerollen-
lagern unten (1xfest, 1xkippbar gelagert)
sowie einer Zentrumsschneide oben. Kom-
plett mit zusätzlichem Manometer, Meßbe-
reich 10..100 kN bzw. zusätzlichem Druck-
aufnehmer mit Digitalanzeige, Meßbe-
reich 4..100 kN. 
Technische Daten:

Fmax. 100 kN 
Kolbenhub 80 mm 
Biegerollenabstand unten 70..600 mm 
Biegerollen-Ø 20 mm 
Biegerollenlänge 410 mm 
Prüfraumhöhe 220 mm 
Lichte Weite Säulen 450 mm 
Abm.: 
Breite 35-0050.. zuzüglich 560 mm 
Tiefe 35-0050.. zuzüglich 210 mm
Gewicht 35-0050..zuzüglich 240 kg

35-0170 
Doppelschneide 

für 4-Punkt-Belastung zum Einbau in 
35-0150 anstelle der Zentrumsschneide
oben. Der Biegerollenabstand ist verstell-
bar von 70..200 mm.
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35-0300 
Druckprüfmaschine 3000 kN

DIN 51220-223-302 T.1 - DIN EN 10002 T.2
- DIN EN ISO 7500 T.1 - BS 1881 - ASTM
C78 Stabiler, verschraubter Viersäulen-
prüfrahmen mit Unterbau und angebauter
Bedien- und Anzeigekonsole. Die Krafter-
zeugung erfolgt mittels einer im Öltank
eingebauten Elektrohydraulikpumpe, ein-
gebaut im Unterbau der Prüfmaschine.
Der Kraftanstieg wird mittels Mengenreg-
ler mit Feinregulierung und Handrad ge-
steuert. Die obere Druckplatte ist kugelig
gelagert und ermöglicht eine Schrägstel-
lung bis 3°. Die Druckplatten sind gehärtet
53 HRc und geschliffen. Der Hydraulikkol-
ben ist aus Vollmaterial hergestellt und
wird zur Vermeidung von Spannungen spe-
ziell behandelt. Spezialdichtungen garan-
tieren geringe Reibung. Die Anzeige der
Bruchkraft erfolgt über ein Manometer
Ø 250 mm mit Schleppzeiger. 
Technische Daten: 

Fmax. 3000 kN 
Klasse 2 DIN 51220/223 
Druckplatten Ø 300 mm 
Prüfraumhöhe 320 mm 
Kolbenhub 50 mm 
Prüfraumbreite 340 mm 
Abm. ca. 1000x620x1740 mm 
Gewicht ca. 1200 kg 
400 V, 50 Hz, 3 Ph., 1,1 kW.

35-0320 
Zweiter Meßbereich 200..1000 kN 

zu 35-0300 bestehend aus Präz.-Manome-
ter Ø 250 mm, eingebaut im Steuerschrank
mit Ventil zum Schutz gegen Überlast.

35-0340 
Dehnzylinderausführung 

EN 12390 T.4, erforderlich bei Prüfungen
nach ENV 206. Mehrpreis zu 35-0300.

35-0300 
Compression Test Machine 3000 kN 

DIN 51220-223-302 T.1 - DIN EN 10002 T.2
- DIN EN ISO 7500 T.1 - BS 1881 - ASTM
C78. Sturdy, bolted 4-columns test frame
with supporting structure and mounted
operation and display console. Load is
generated via an electrohydraulic pump
integrated in the oil tank, which is integra-
ted in the supporting structure of the ma-
chine. Load rise is controlled by a precisi-
on pressure governor with fine regulating
valve and handwheel. The upper pressure
plate is mounted to a ball-and socket-joint,
allowing an inclination of 3°. Both pressu-
re plates are hardened (53 HRc) and surfa-
ce grinded. The hydraulic piston is made
of solid steel and specially treated to eli-
minate stress. Specially seals are used to
guarantee low friction. Load is indicated
via a pressure gauge 250 mm dia. with
max. value pointer. 
Specification: 

Fmax. 3000 kN 
Class 2 DIN 51220/223 
Pressure plates dia. 300 mm 
Vertical clearance 320 mm 
Piston stroke 50 mm 
Width between columns 340 mm 
Dim. appr. 1000x620x1740 mm 
Weight appr. 1200 kg 
400 V, 50 Hz, 3 ph. 1.1 kW

35-0320 
Second Measuring Range 200..1000 kN 

for 35-0300 comprising pressure gauge
250 mm dia., integrated in the control
console with overload protecting valve.

35-0340 
Strain-Test Installation 

EN 12390 p.4, necessary for tests accor-
ding ENV 206. Add. price for 35-0300.
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35-0400 
Druckprüfmaschine 3000 kN 

DIN 51302 T.1+2 - DIN EN 10002 T.2/12390
T.4 DIN EN ISO 7500 T.1 - BS 1881 - ASTM
C 78 in Dehnzylinderausführung. Stabiler,
verschraubter Viersäulenprüfrahmen mit
Unterbau und angebauter Bedien- und An-
zeigekonsole und ausgestattet mit Splitter-
schutzscheibe um den Maschinenraum
mit Sicherheitsschaltung. Die Krafterzeu-
gung erfolgt mittels einer im Öltank ein-
gebauten Elektrohydraulikpumpe, integriert
im Unterbau der Prüfmaschine. Der Kraft-
anstieg wird mittels Mengenregler mit
Feinregulierung und Handrad gesteuert.
Die obere Druckplatte ist kugelig gelagert
und ermöglicht eine Schrägstellung bis 3°.
Die Druckplatten sind gehärtet 53 HRc
und geschliffen. Der Hydraulikkolben ist
aus Vollmaterial hergestellt und wird zur
Vermeidung von Spannungen speziell be-
handelt. Spezialdichtungen garantieren
geringe Reibung. Die Kraftmessung erfolgt
über einen DMS-Druckaufnehmer und Di-
gitalanzeige mit integriertem Mikropro-
zessor wie folgt: 
*Menüführung 
*LED-Anzeige 5-stellig 
*Auflösung 60000 Digits 
*Spitzenwertspeicher 
*ZERO-Taste zum Nullpunktabgleich 
*programmierbare Festigkeitsberechnung  

von 30 verschiedenen 
Probekörperabmessungen mit Anzeige 
in N/mm2 oder MPa

*Lastzunahmeanzeige in kN/s 
*Interface RS 232 C zur Spitzenwertaus-
gabe 

Technische Daten:

Fmax. 3000 kN 
Meßbereich 60..3000 kN 
Genauigkeit Klasse 1 <+- 1 % 
Druckplatte oben Ø 320 mm 
Druckplatte unten Ø 300 mm 
Prüfraumhöhe 320 mm 
Kolbenhub 50 mm 
Prüfraumbreite 355 mm 
Abm. ca. 1020x550x1720 mm 
Gewicht ca. 1720 kg 
400 V, 50 Hz, 3 Ph., 1,1 kW.

35-0420 
Druckprüfmaschine 3000 kN automat 

DIN 51302 T.1+2 - DIN EN 10002 T.2/12390
T.4 - DIN EN ISO 7500 T.1 - BS 1881 - AS
TM C 78 in Dehnzylinderausführung. Aus-
führung wie 35-0400, jedoch mit automa-
tischer Lastzunahmeregelung mittels Pro-
portionalventil von 0.1.. 99,9 kN/s mit au-
tomatischen Anfahren bis zum Kraftschluß
und Brucherkennung mit automatischer
Entlastung. Technische Daten wie vorste-
hend, jedoch Abm. ca. 1020x550x1800 mm.

35-0400 
Compression Test Machine 3000 kN 

DIN 51302 T.1+2 - DIN EN 10002 T.2/12390
T.4 DIN EN ISO 7500 T.1 - BS 1881 - ASTM
C 78. Strain-test machine with sturdy, bol-
ted 4-column test frame with supporting
structure and mounted operating and dis-
play console, equipped with shatterproof
pane around the test area with protective
circuit. Load is generated via an electro-
hydraulic pump integrated in the oil tank,
which is integrated in the supporting struc-
ture of the machine. Load rise is control-
led by a precision pressure governor with
fine regulating valve and handwheel. The
upper pressure plates is mounted to a
ball-and socket-joint, allowing an inclinati-
on of 3°. Both pressure plates are harde-
ned (53 HRc) and surface grinded. The hy-
draulic piston is made of solid steel and
specially treated to eliminate stress. Spe-
cially seals are used to guarantee low fric-
tion. Load measuring via an electronic
pressure transducer with digital display
and integrated microprocessor as follows: 
*Menu control 
*5-digit LED display 
*resolution 60000 digits 
*peak memory 
*ZERO-key 
*programmable stress analysis for 30 dif-
ferent sample dimensions with readout 
in N/mm2 or MPa.

*load increase readout in kN/s 
*interface RS 232 C with peak output 
Specification: 

Fmax. 3000 kN 
Measuring range 60..3000 kN 
Accuracy class 1 <+- 1 % 
Upper pressure plate dia. 320 mm 
Lower pressure plate dia. 300 mm 
Vertical clearance 320 mm 
Piston stroke 50 mm 
Width between columns 355 mm 
Dim. appr. 1020x550x1720 mm 
Weight appr. 1720 kg 
400 V, 50 Hz, 3 ph. 1.1 kW

35-0420 
Compression Test Machine 3000 kN auto 

DIN 51302 T.1+2 - DIN EN 10002 T.2/12390
T.4 - DIN EN ISO 7500 T.1 - BS 1881 - AS
TM C 78. Similar to 35-0400, but additio-
nally equipped with automatic load incre-
ase installation from 0.1..99,9 kN/s with
automatic load and peak detection with
automatic release. Specification as above,
but dim. appr. 1020x550x1800 mm.
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35-0800 
Compression/Bending Test Machine 

3000/100 kN 

DIN 51220-223-302 T.2 - DIN EN 10002 T.2
- DIN EN ISO 7500 T.1 - BS 1881 - ASTM 
C 78. Four-columns test frame, similar to
35-0300, but with additional side-mounted
bending test frame 100 kN. Complete with
control cabinet with hydraulic power pack
and integrated load pressure gauges 250
mm dia., range 100 and 3000 kN, accuracy
class 2. Load rise is controlled by a preci-
sion pressure governor with fine regula-
ting valve and handwheel. 
Specification: 

Fmax. Compression 3000 kN 
Measuring range 120..3000 kN 
Fmax. Bending 100 kN 
Measuring range 6..100 kN 
Piston stroke          compression   50 mm
"   bending 220 mm 
Vertical clearance   compression   320 mm
"  bending 220 mm 
Pressure plates dia. 300 mm 
Bending roller length 510 mm 
Bending roller dia. 20 mm 
Clearance bottom rollers 80..900 mm 
Dim. appr. 1080x1030x2040 mm 
Weight appr. 1340 kg 
400 V, 50 Hz, 3 ph., 1.1 kW

35-0850 
Double Bending Roller 

for 4-point loading, for installation in 
35-0800 instead of central roller. The clea-
rance between the bending rollers can be
adjusted from 70..200 mm.

Versions with digital display, automatic

load rise system etc. available on re-

quest.

35-1000 
Set of Pressure Plates 320 x 420 mm 

installed in 35-0300... instead of standard
plates.

35-1010 
Set of Pressure Plates 320 x 520 mm 

installed in 35-0300...

35-0800 
Druck-/Biegeprüfmaschine 3000/100 kN 

DIN 51220-223-302 T.2 - DIN EN 10002 T.2
- DIN EN ISO 7500 T.1 - BS 1881 - ASTM 
C 78 Viersäulenprüfrahmen in Ausführung
wie 35-0300 mit zusätzlich seitlich ange-
bauter Biegeprüfeinheit 100 kN. Der An-
trieb der Einheit einschließlich Kraftan-
zeige erfolgt über den zum Lieferumfang
gehörenden angebauten Steuerschrank
mit 2 Feinmeßmanometern Ø 250 mm für
Druck- und Biegekraft sowie Feinregelven-
til zur manuellen Laststeuerung. Genauig-
keit Klasse 2. 
Technische Daten:

Druckkraft 3000 kN 
Meßbereich 120..3000 kN 
Biegekraft 100 kN 
Meßbereich 6..100 kN 
Kolbenhub Druckbereich     50 mm
" Biegebereich  220 mm
Prüfraumhöhe Druckb. 320 mm 
" Biegeb. 220 mm 
Druckplatten Ø 300 mm 
Biegerollenlänge 510 mm 
Biegerollen-Ø 20 mm 
Biegerollenabstand unten 80..900 mm 
Abmessungen ca. 1080x1030x2040 mm 
Gewicht ca. 1340 kg 
400 V, 50 Hz, 3 Ph., 1.1 kW

35-0850 
Doppelschneide 

für 4-Punkt-Belastung zum Einbau in 
35-0800 anstelle der Zentrumsschneide
oben. Der Biegerollenabstand ist verstell-
bar von 70..200 mm.

Ausführung mit Digitalanzeige, automati-

scher Lastanstiegsregelung etc. lieferbar

auf Anfrage.

35-1000 
Satz Druckplatten 320 x 420 mm

eingebaut in 35-0300... anstelle der Stan-
dardplatten.

35-1010
Satz Druckplatten 320 x 520 mm

eingebaut in 35-0300...
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35-1050 
Zwischenstück 110 mm 

hoch, Ø 300 mm zum Einlegen zwischen
Hydraulikkolben und untere Druckplatte
zur Reduzierung der Prüfraumhöhe.
Passend zu 35-0300...

35-1060 
Zwischenstück 50 mm 

hoch, sonst wie vorstehend.

Distanzplatten 

gehärtet 53 HRc und geschliffen zur Redu-
zierung der Prüfraumhöhe in 
Prüfmaschinen. 

35-1100 120x120x  50 mm 
35-1105 170x170x  50 mm 
35-1110 170x170x150 mm 
35-1115 210x210x  50 mm 
35-1120 210x210x110 mm 
35-1125 260x420x  50 mm 
35-1130 320x520x  50 mm

35-1200
Biegeprüfmaschine 100 kN. 

DIN 51220-223-302 T.1 - DIN EN 10002 T.2
- DIN EN ISO 7500 T.1 - BS 1881 - ASTM 
C 78 Stabiler 3-Säulen-Maschinenrahmen
in C-Ausführung. Diese erlaubt eine Be-
stückung von vorne z. B. mit Gabelstapler.
Komplett mit 2 verstellbaren Biegerollen
unten sowie einer Zentrumsschneide für
3-Punkt-Belastung. Der Antrieb der Einheit
einschließlich Kraftanzeige erfolgt über
den zum Lieferumfang gehörenden sepa-
raten Steuerschrank mit 2 Feinmeßmano-
metern Ø 250 mm sowie Feinregelventil
zur manuellen Laststeuerung. Genauigkeit
Klasse 2. 

Technische Daten: 

Biegekraft 100 kN 
Meßbereich 1 20..100 kN 
Meßbereich 2 10..50 kN 
Kolbenhub 220 mm 
Prüfraumhöhe 220 mm 
Biegerollenlänge 510 mm 
Biegerollen-Ø 20 mm 
Biegerollenabstand unten 80..900 mm 
Abmessungen ca. 
Prüfmaschine 1030x875x1330 mm 
Antriebseinheit 800x680x1600 mm
Gewicht ca. 
Prüfmaschine 790 kg 
Antriebseinheit 150 kg
400 V, 50 Hz, 3 Ph., 1.1 kW

35-1050 
Distance Plate 110 mm 

high, 300 mm dia. for inserting between
hydraulic piston and lower pressure plate
in order to reduce height of the test cham-
ber. Suitable for 35-0300...

35-1060 
Distance Plate 50 mm 

high, otherwise as above.

Distance Plates 

Hardened 53 HRc and grinded for redu-
cing test chamber height in test machines.

35-1100 120x120x  50 mm 
35-1105 170x170x  50 mm 
35-1110 170x170x150 mm 
35-1115 210x210x  50 mm 
35-1120 210x210x110 mm 
35-1125 260x420x  50 mm 
35-1130 320x520x  50 mm

35-1200 
Bending Test Machine 100 kN 

DIN 51220-223-302 T.1 - DIN EN 10002 T.2
- DIN EN ISO 7500 T.1 - BS 1881 - ASTM 
C 78 Sturdy C-type 3-column machine
frame allowing front loading, e. g. via fork
lift. Complete with 2 adjustable bending
rollers at the bottom and one upper cen-
tral roller for 3-point loading. Complete
with separate control cabinet with hydrau-
lic power pack and integrated load pres-
sure gauges 250 mm dia., range 50 and
100 kN, accuracy class 2. Load rise is con-
trolled by a precision pressure governor
with fine regulating valve and handwheel.

Specification: 

Bending load 100 kN 
Measuring range 1 20..100 kN 
Measuring range 2 10..50 kN 
Piston stroke 220 mm 
Vertical clearance 220 mm 
Bending roller length 510 mm 
Bending roller dia. 20 mm 
Clearance bottom rollers 80..900 mm 
Dim. appr. 
Bending machine 1030x875x1330 mm 
Control cabinet 800x680x1600 mm
Weight appr. 
Bending machine 790 kg 
Control cabinet 150 kg
400 V, 50 Hz, 3 ph., 1.1 kW
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35-1230 
Doppelschneide 

für 4-Punkt-Belastung zum Einbau in 
35-1200 anstelle der Zentrumsschneide
oben. Der Biegerollenabstand ist verstell-
bar von 80..300 mm.

35-1240
Druckstempel Bordsteinprüfung 

Druckfläche Ø 50 mm, passend zu 
35-1200.

Ausführung mit Digitalanzeige, automati-

scher Lastanstiegsregelung etc. lieferbar

auf Anfrage.

35-1300 
Druckvorrichtung 

DIN 18501 zur Bestimmung der Druckfes-
tigkeit von Pflastersteinen. Ohne Druck-
platten - siehe nachstehend. 

Technische Daten:

Prüfkraft max. 1000 kN 
Prüfraumhöhe 120 mm 
Hub 40 mm 
Einbauhöhe 270 mm

Satz Druckplatten 

zu 35-1300. 

35-1310 60x120 mm 
35-1312 70x140 mm 
35-1314 80x160 mm 
35-1316 90x180 mm 
35-1318 100x200 mm 
35-1320 110x220 mm 
35-1322 120x240 mm

35-1340 
Biegevorrichtung 30 kN 

für Prismenproben 140x140x560 mm zur
Verwendung in einer Druckprüfmaschine.
Bestehend aus oberer und unterer Platte,
verbunden mit 2 Führungssäulen und
Federn zum Gewichtsausgleich sowie je 1
festen und 1 beweglichen Auflagerrolle
oben und unten. Erforderliche Prüfraum-
höhe Prüfmaschine >450 mm. 

Technische Daten:

Prüfkraft max. 30 kN 
Auflagerrollenlänge 180 mm 
Auflagerrollen-Ø 40 mm 
Auflagerabstand unten 420 mm 
Auflagerabstand oben 140 mm 
Prüfraumhöhe 150 mm

35-1230 
Double Bending Roller 

for 4-point loading, for installation in 
35-1200 instead of central roller. The clea-
rance between the bending rollers can be
adjusted from 80..300 mm.

30-1240 
Piston for Kerb Test 

test area 50 mm dia., suitable for 35-1200.

Versions with digital display, automatic

load rise system etc. available on

request.

35-1300 
Pressure Device 

DIN 18501 for the determination of com-
pressive strength of concrete pavement
blocks. Pressure plates to be ordered
additionally. 

Specification: 

Test Load max. 1000 kN 
Test Chamber height     120 mm 
Stroke 40 mm 
Installation height 270 mm

Set of Pressure Plates 

for use with 35-1300. 

35-1310 60x120 mm 
35-1312 70x140 mm 
35-1314 80x160 mm 
35-1316 90x180 mm 
35-1318 100x200 mm 
35-1320 110x220 mm 
35-1322 120x240 mm

35-1340 
Bending Test Frame 30 kN 

for prism samples 140x140x560 mm for
use in a compression test machine. Con-
sisting of upper and lower plate joined by
two guide columns and weight compen-
sating springs, plus one fix and one mo-
ving roller at both top and bottom. Requi-
red vertical clearance of test machine
>450 mm. 

Specification: 

Fmax. 30 kN 
Bending roller length 180 mm 
"   dia. 40 mm 
Clearance bottom rollers 420 mm 
"   upper rollers 140 mm 
Vertical clearance 150 mm
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35-1400 
Brasilian Test Frame dia. 150 x 300 mm 

for use in a compression test machine.
Complete with swivel-mounted sample
holder.

35-1410
Brasilian Test Frame dia. 160 x 320 mm 

Otherwise as above.

35-1415
Felt Strip 10 x 5 mm 

for brasilian test. Length 1 m.

35-1417
Felt Strip 20 x 5 mm

for brasilian test. Length 1 m.

35-5100
Universal Testing Machine 50 kN 

For speed-controlled Marschall and CBR
tests, etc., and load-controlled tests as
optional extra. Two-column upright model
with electronic load transducer flanged to
testing machine crosshead, plus adjusta-
ble electronic 50 mm displacement trans-
ducer. Machine driven via stepping motor
with central spindle and bottom pressure
plate. Control and measured data recor-
ding via microprocessor with PC Pentium,
monitor and keyboard under Windows.
Complete with PC and control software
UNIPRESS with the following main func-
tions:

- integrated test database 
- on-line load/displacement or load/time 

graphics
- programmable for user defined tests 
- automatic zero reset 
- break detection 
- data saving 
- integrable evaluation software for Mar-

schall tests according to DIN, SN, ASTM,
etc., CRB etc. available on request

Specification: 

Fmax. 50 kN 
Class 1 DIN 51220/223 5..50 kN
speed range 0.001..51 mm/min. 
displacement measuring range

0...50 x 0.01 mm
Piston stroke 90 mm 
Pressure plate dia. 250 mm 
Vertical clearance 325 mm 
Width between columns 350 mm 
230 V, 50 Hz

35-1400 
Spaltzugvorrichtung Ø 150 x 300 mm 

zum Einsatz in einer Druckprüfmaschine.
Komplett mit abschwenkbarer Proben-
haltevorrichtung.

35-1410 
Spaltzugvorrichtung Ø 160 x 320 mm

Sonst wie vorstehend.

35-1415
Filzstreifen 10 x 5 mm 

zur Spaltzugprüfung. Länge 1 m.

35-1417
Filzstreifen 20 x 5 mm

zur Spaltzugprüfung. Länge 1 m.

35-5100
Universalprüfmaschine 50 kN

für weggeregelte Marshall-, CBR-Versuche
etc. sowie kraftgeregelte Versuche mit Zu-
satzoption. Standmodell in Zweisäulen-
ausführung mit elektronischem Kraftauf-
nehmer, angeflanscht am Prüfmaschinen-
querhaupt sowie verstellbarem elektroni-
schem Wegaufnehmer 50 mm. Der Ma-
schinenantrieb erfolgt über einen Schritt-
motor mit Zentralspindel und Druckplatte
unten. Die Steuerung und Meßdatener-
fassung erfolgt über einen Mikroprozessor
mit Pentium Rechner, Bildschirm und Tas-
tatur unter Windows. Komplett mit PC und
Steuerungssoftware UNIPRESS mit folgen-
den Hauptfunktionen: 

- integrierte Versuchsdatenbank 
- Echtzeitgrafik Kraft/Weg bzw. Kraft/Zeit 
- programmierbar für benutzerdefinierte 

Versuche
- automatische Nullstellung 
- Brucherkennung 
- Datenabspeicherung 
- integrierbare Spezialauswertesoftware 

für Marshall nach DIN, SN, ASTM etc., 
CBR usw. lieferbar auf Anfrage.

Technische Daten: 

Prüfkraft max. 50 kN 
GKL 1 DIN 51220/223 5..50 kN 
Vorschubgeschwindigkeit

0.001..51 mm/Min.
Wegmeßbereich 0..50 x 0.01 mm 
Druckplattenhub 90 mm 
Druckplattendurchmesser 250 mm 
Prüfraumhöhe 325 mm 
Lichte Weite Säulen 350 mm 
230 V, 50 Hz
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35-5110 
Universalprüfmaschine 100 kN 

für weggeregelte Marshall-, CBR-Versuche
etc. sowie mit Zusatzoption kraftgeregelte
Versuchsarten und Zugversuche. Stand-
modell in Viersäulenausführung mit elek-
tronischem Kraftaufnehmer, angeflanscht
an dem verfahrbaren Prüfmaschinenquer-
haupt sowie elektronischem Wegaufneh-
mer zur Messung des Traversenweges.
Der Maschinenantrieb erfolgt über eine
quarzgenauen Schrittmotor mit zwei Ku-
gelumlaufspindeln. Die Steuerung und
Meßdatenerfassung erfolgt über einen Mik-
roprozessor mit Pentium Rechner, Bild-
schirm und Tastatur unter Windows.
Komplett mit PC und Steuerungssoftware
UNIPRESS mit folgenden Hauptfunktionen:

- integrierte Versuchsdatenbank 
- Echtzeitgrafik Kraft/Weg bzw. Kraft/Zeit 
- programmierbar für benutzerdefinierte 

Versuche
- automatische Nullstellung 
- Brucherkennung 
- Datenabspeicherung 
- integrierbare Spezialauswertesoftware 

für Marshall nach DIN, SN, ASTM etc., 
CBR usw. lieferbar auf Anfrage.

Technische Daten: 

Fmax. 100 kN 
GKL 1 DIN 51220/223 10..100 kN 
Vorschubgeschwindigkeit

0.001..100 mm/Min.
Wegmessung Genauigkeit 0.01 mm 
Druckplattendurchmesser 300 mm 
Aufnahme Kraftmeßdose M 30x1.5 
Prüfraumabm. 470 x 470 mm 
Prüfraumhöhe verfahrbar 0..550 mm 
Gewicht ca. 700 kg 
230 V, 50 Hz

35-5115 
Universalprüfmaschine 200 kN 

Ausführung ähnlich 35-5110, jedoch: 
Technische Daten:

Fmax. 200 kN 
GKL 1 DIN 51220/223 20..200 kN 
Vorschubgeschwindigkeit

0.001..51 mm/Min.
Wegmessung Genauigkeit 0.01 mm 
Druckplattendurchmesser 300 mm 
Aufnahme Kraftmeßdose M 30x1.5 
Prüfraumabm. 470 x 470 mm 
Prüfraumhöhe verfahrbar 0..550 mm 
Gewicht ca. 700 kg 
230 V, 50 Hz

35-5110 
Universal Testing Machine 100 kN 

For displacement-controlled Marschall and
CBR tests, etc., plus load-controlled and
tensile tests as optional extra. Fourcolumn
upright model with electronic load trans-
ducer flanged to movable testing machine
crosshead, plus electronic displacement
transducer for measuring crosshead dis-
placement. Machine driven via quartz con-
trolled stepping motor with two recircula-
ting ball spindles. Control and measured
data recording via microprocessor with
PC Pentium, monitor and keyboard under
Windows. Complete with PC and control
software UNIPRESS with the following
main functions: 

- integrated test database 
- on-line load/displacement or load/time 

graphics
- programmable for user-defined tests 
- automatic zero reset 
- break detection 
- data saving 
- integrable evaluation software for Mar-

schall tests according to DIN, SN, ASTM,
etc., CRB etc. available on request

Specification: 

Fmax. 100 kN 
Class 1 DIN 51220/223 10..100 kN
speed range 0.001..100 mm/min. 
displacement measuring sens.    0.01 mm 
Pressure plate dia. 300 mm 
Connection thread load transducer

M 30x1,5 
Test chamber 470 x 470 mm 
Test chamber height/stroke 0..550 mm 
Weight appr. 700 kg 
230 V, 50 Hz

35-5115 
Universal Testing Machine 200 kN 

Same design as 35-5110, but: 
Specification: 

Fmax. 200 kN 
Class 1 DIN 51220/223 20..100 kN
speed range 0.001..51 mm/min. 
displacement measuring sens.    0.01 mm
Pressure plate dia. 300 mm 
Connection thread load transducer

M30x1,5 
Test chamber 470 x 470 mm 
Test chamber height/stroke 0..550 mm 
Weight appr. 700 kg 
230 V, 50 Hz
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35-5120 
Optional Load Control Module 

for 35-5100.. used to conduct load-control-
led tests. Allows preselection from
0.1..999 kN/min. via UNIPRESS software
plus load stabilisation with preselectable
time limit.

35-9500 
Calibration Device 

For checking and calibrating testing ma-
chines. Consisting of carry case with inte-
grated digital display and connections for
max. 2 strain-gauge load transducers plus
thermal printer for logging measured va-
lues. For load transducer see 35-9520.. 
230 V, 50 Hz

35-9520 
Strain-Gauge Load Transducer 50 kN

For use with 35-9500. Complete with con-
necting cable and plug. Accuracy class 0.1
% v. E. Dimensions: dia. 90 mm, height 
48 mm.

35-9550 
Strain-Gauge Load Transducer 2000 kN 

Complete for use with 35-9500. Accuracy
class 0.2 % v. E. Dimensions: dia. 160 mm,
total height 100 mm.

35-9600
Works Calibration Certificate 

ISO 9000 compliant, documented in 10%
increments for force measurements accor-
ding to German Calibration Service speci-
fications. Complete for 35-9500 with 
35-9520.

35-9605 
Works Calibration Certificate 

ISO 9000 compliant, documented in 10%
increments for force measurements accor-
ding to German Calibration Service speci-
fications. Complete for 35-9500 with 
35-9550.

35-5120 
Zusatzmodul Lastregelung 

zu 35-5100.. zur Durchführung von kraftge-
regelten Versuchen, vorwählbar über Soft-
ware UNIPRESS von 0.1..999 kN/Min. und
Lastkonstanthaltung mit vorwählbarer Zeit-
begrenzung.

35-9500
Kalibriereinrichtung 

zum Prüfen und Kalibrieren von Prüfma-
schinen. Gerät bestehend aus Tragekoffer
mit integrierter Digitalanzeige und An-
schlußmöglichkeit von max. 2 DMS-Kraft-
aufnehmern sowie Thermodrucker zur
Protokollierung der Meßwerte. Kraftauf-
nehmer siehe 35-9520.. 230 V, 50 Hz.

35-9520
DMS-Kraftaufnehmer 50 kN 

zur Verwendung mit 35-9500. Komplett
mit Anschlußkabel und Stecker. Genauig-
keitsklasse 0.1 % v. E. Abmessungen Ø 90
mm, Höhe 48 mm.

35-9550
DMS-Kraftaufnehmer 2000 kN

kpl. zur Verwendung mit 35-9500. Genau-
igkeitsklasse 0.2 % v. E. Abmessungen
Ø 160 mm, Gesamthöhe 100 mm.

35-9600 
Werkskalibrierzertifikat 

rückführbar nach ISO 9000 in 10 %-Schrit-
ten für Kraftmessungen nach den Vorschrif-
ten des DKD. Komplett zu 35-9500 mit 
35-9520.

35-9605 
Werkskalibrierzertifikat

rückführbar nach ISO 9000 in 10 %-Schrit-
ten für Kraftmessungen nach den Vorschrif-
ten des DKD. Komplett zu 35-9500 mit 
35-9550.


