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Drilling-Cutting
Bohren-Schneiden

60-0100 
Road Core Drilling Machine 

Fully assembled on chassis with ball-head
coupling conforming to road transport li-
censing regulations. The water tank inclu-
ding the tool container and oil tank are made
of stainless steel. The tool holder with the
core bit drive is lowered via two sturdy hy-
draulic cylinders, thus ensuring stability
during drilling. The core bit can be guided
and centred for spot drilling via a foot pe-
dal mechanism. The drilling feed takes pla-
ce manually via a handwheel. Complete
with electric water pump, flushing head
including flushing head shaft and four-
stroke petrol engine.

Specification: 

Vmax. 80 km/h 
Drive power 10 kW 
Water tank volume 500 l 
Max. core bit speed 514 rpm 
Max. torque at 370 rpm 
Max. core bit feed 480 mm 
Core bit connection 1 1/4" 
Max. drilling dia. 330 mm 
Permissible total weight 1300 kg

60-0110 
Road Core Drilling Machine 

Same design as 60-0100, but fully hydrau-
lic version with variable drilling rotation
speed and hydraulically operated feed.
Thus allowing the optimal cutting speed
to be selected for each core bit diameter.

Specification: 

Vmax. 80 km/h 
Drive power 13 kW 
Water tank volume 500 l 
Oil tank volume 90 l 
Core bit speed 0...800 rpm 
Max. torque 19 daNm at 560 rpm 
Max. core bit feed 480 mm 
Core bit connection 1 1/4" 
Max. drilling dia. 330 mm 
Permissible total weight 1300 kg

Version with core holder side adjustment

available on request.

60-0150
Chain Pipe Wrench

to release drill bit.

60-0100 
Straßenkernbohrgerät 

komplett montiert auf einem Fahrgestell
mit Kugelkopfkupplung nach StVZO. Der
Wassertank einschließlich dem Werkzeug-
behälter und Öltank sind aus Edelstahl ge-
fertigt. Der Werkzeugträger mit dem Bohr-
kronenantrieb wird über zwei stabile Hy-
draulikzylinder abgesenkt. Dadurch ist ein
sicherer Stand während dem Bohrvorgang
gewährleistet. Die Bohrkrone kann zum-
Anbohren über eine Fußhebelmechanik
geführt und zentriert werden. Der Bohrvor-
schub erfolgt manuell über ein Handrad.
Komplett mit elektrischer Wasserpumpe,
Spülkopf einschließlich Spülkopfwelle und
Viertakt-Benzinmotor.

Technische Daten:

Vmax. 80 km/h 
Antriebsleistung 10 kW 
Wassertankvolumen 500 l 
Bohrkronendrehzahl max. 514 U/Min. 
Max. Drehmoment bei 370 U/Min. 
Bohrkronenvorschub max. 480 mm 
Bohrkronenanschluß 1 1/4" 
Bohr-Ø max. 330 mm 
zul. Gesamtgewicht 1300 kg

60-0110 
Straßenkernbohrgerät 

in Ausführung wie 60-0100, jedoch vollhy-
draulische Ausführung mit zusätzlich regel-
barer Bohrkronendrehzahl und hydrauli-
schem Bohrvorschub. Damit kann für jeden
Bohrkronendurchmesser mit der optimalen
Schnittgeschwindigkeit gefahren werden. 

Technische Daten: 

Vmax. 80 km/h 
Antriebsleistung 13 kW 
Wassertankvolumen 500 l 
Öltankvolumen 90 l 
Bohrkronendrehzahl 0...800 U/Min. 
Max. Drehmoment 19 daNm bei 560 U/Min.
Bohrkronenvorschub max. 480 mm 
Bohrkronenanschluß 1 1/4" 
Bohr-Ø max. 330 mm 
zul. Gesamtgewicht 1300 kg

Ausführung mit seitlich versetzbarem

Werkzeugträger auf Anfrage.

60-0150
Kettenrohrzange 

zum Lösen vor Bohrkronen.
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60-0200 
Bohrgerät

für Kernbohrungen von Ø 70 bis Ø 250 mm.
Komplett mit Dübelfuß, Bohrsäule aus Edel-
stahl, Hub 500 mm mit Zahnradvorschub
1:1 sowie Elektromotor 300/620 U/Min. mit
Spülkopfwelle 11/4". 230 V, 50 Hz, 2,2 kW.

60-0202
Bohrgerät 

Ausführung wie vorstehend, jedoch Mo-
tordrehzahl 450/900 mm für Bohr-Ø 60 bis
160 mm.

60-0210
Bohrgerät mit Benzinmotor 

2-Takt 600 U/Min. Bohrdurchmesser max.
172 mm. Komplett bestehend aus 30..90°
schwenkbarer Bohrsäule 630 mm Hub,
Grundplatte und Motor mit Spülkopfwelle
11/4".

60-0250 
Vakuumgrundplatte 

zu 60-0200/0202.

60-0255
Vakuumpumpe 

Leistung 200 l/h. zur Verwendung mit
60-0250. 230 V, 50 Hz.

Diamantbohrkrone

Länge 400 mm mit Direktanschluß 
11/4". A = Asphalt, B = Beton.

60-0300A bzw. B Ø  60/  53 mm
60-0310A bzw. B Ø  80/  73 mm 
60-0320A bzw. B Ø   107/  99 mm
60-0330A bzw. B Ø   112/103 mm
60-0342A bzw. B Ø   162/153 mm 
60-0350A bzw. B Ø   212/203 mm 
60-0360A bzw. B Ø   250/243 mm

60-0340A 
Diamantbohrkrone Ø 162/153 mm 

Länge 450 mm ohne Direktanschluß zur
Verwendung mit Spannvorrichtung. Aus-
führung Asphalt.

60-0340B
Diamantbohrkrone Ø 162/153 mm 

Länge 400 mm ohne Direktanschluß zur
Verwendung mit Spannvorrichtung. Aus-
führung Beton.

60-0200 
Drilling Machine

to take cores from appr. 70 to 250 mm dia.
Supplied with dowel base plate and stain-
less steel drilling support, stroke 500 mm,
electric motor 300/600 rpm., water swivel
and shaft 11/4". 230 V, 50 cycles, 2,2 kW.

60-0202 
Drilling Machine 

Similar to 60-0200, but rotation speed
450/900 rpm. to take cores from appr. 60 to
160 mm dia.

60-0210 
Drilling Machine

with 2-stroke petrol driven engine, rotati-
on speed 600 rpm. Max. drilling diameter
172 mm. The support, feed 630 mm is til-
table from appr. 30..90°. Supplied with
base plate, motor and swivel shaft 11/4".

60-0250
Vacuum Base Plate

for use with 60-0200/0202.

60-0255 
Vacuum Pump 

capacity 200 l/h. to use together with
60-0250. 230 V, 50 cycles.

Diamond Drill Bit

length 400 mm with connecting shaft
11/4". A = Asphalt, B=concrete.

60-0300A alt. B Ø  60/  53 mm 
60-0310A alt. B Ø  80/  73 mm 
60-0320A alt. B Ø   107/  99 mm 
60-0330A alt. B Ø   112/103 mm 
60-0342A alt. B Ø   162/153 mm 
60-0350A alt. B Ø   212/203 mm 
60-0360A alt. B Ø   250/243 mm

60-0340A
Diamond Drill Bit 162/153 mm dia. 

length 450 mm to use with an expander
coupling. Equipped with diamond segments
for asphalt.

60-0340B 
Diamond Drill Bit 162/153 mm dia.

length 400 mm to use with an expander
coupling. Equipped with diamond segments
for concrete.
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60-0400 
Spannvorrichtung 162/153 mm 

mit Gewindebohrung 1 1/4".

Kernfangzange 

60-0450 Ø 60/53 mm 
60-0455 Ø 80/73 mm 
60-0460 Ø    112/99 mm 
60-0465 Ø  162/153 mm 
60-0470 Ø  212/203 mm

60-0600
Schneidemaschine 

für Schneideblätter bis Ø 450 mm. Maxi-
male Schnittiefe 180 mm, Schnittlänge
600 mm. Inkl. Schneidetisch auf Führungs-
stangen, Wasserkühlung und Untergestell.
Elektroantriebsmotor 2500 U/Min. 400 V,
50 Hz, 3 Ph.

60-0610 
Haltevorrichtung 

für Bohrkerne Ø 100 und 150 mm montiert
an 60-0600.

60-0620 
Diamantsägeblatt Ø 450 mm 

für Beton.

60-0630
Diamantsägeblatt Ø 450 mm 

für sonstige Baustoffe.

60-1000 
Planschleifmaschine 

für Beton, Felsproben usw. Die Maschine
besteht aus einem stabilen Stahlgestell
mit Fräskopf und Diamantfräser Ø 330
mm. Dieser kann manuell oder motorisch
rechts-links bewegt werden. Die Schleif-
tiefe kann über Handrad und Mikrometer
mit 0,05 mm Teilung eingestellt werden.
Dadurch wird ein weitgehend automati-
sches Schleifen mit höchster Genauigkeit
erreicht. Die Kühlung des Fräskopfes er-
folgt durch Anschluß an Wasser. Verstell-
bereich Fräskopf ca. 100 bis 370 mm,
Probengröße max. 500 x 250 mm. Abm.:
ca. 1100 x 1000 x 1500 mm. 400 V, 50 Hz,
3 Ph., 2 kW.

60-0400
Expander Coupling 162/153 mm

thread hole 1 1/4".

Core Tongs 

60-0450 Ø    60/53 mm 
60-0455 Ø 80/73 mm 
60-0460 Ø    112/99 mm 
60-0465 Ø  162/153 mm 
60-0470 Ø  212/203 mm

60-0600 
Cutting Machine 

for saw blades up to 450 mm dia. Cutting
depth max. 180 mm, cutting length 600
mm. Incl. water cooling installation, base
frame and electric motor 2500 rpm. 400 V,
50 Hz, triple phase.

60-0610 
Holding Attachment 
for cores dia. 100 and 150 mm, installed
at 60-0600.

60-0620 
Diamond Saw Blade 450 mm dia.

equipped with concrete segments.

60-0630 
Diamond Saw Blade 450 mm dia. 

equipped with universal segments.

60-1000 
Grinding Machine 

for concrete, rock etc. The machine is moun-
ted on a stable base frame and equipped
with an electric driven grinding head 330
mm dia. with diamond segments. The grin-
ding head moves manually or by the built-
in motor from left to right hand side. The
grinding depth can be regulated by hand
wheel with an accuracy of 0,05 mm. This
grants high accurate grinding results. Coo-
ling water connection required for the dia-
mond cutter. Horizontal displacement 
appr. 100 to 370 mm. Max. sample dim.
500x 250 mm. Dim. appr. 1100 x 1000 x
1500 mm. 400 V, 50 cycles, triple phase, 
2 kW.
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60-1010 
Umwälzwassertank 

zur Kühlung von 60-1000 im Umwälzver-
fahren. Dem Kühlwasser kann ein Rost-
schutzmittel beigemischt werden, um da-
durch Rostschäden an der Maschine zu
verhindern.

60-1020 
Universal-Spannvorrichtung

zu 60-1000 für runde Proben von Ø 50 bis
Ø 150 mm, Würfel 50 bis 200 mm Kanten-
länge sowie Pflastersteine in verschiede-
nen Abmessungen. Inkl. einstellbarem
Höhenanschlag.

60-1010 
Water Circulation Tank 

for use with 60-1000. The cooling water can
be added with an anti-rust emulsion in or-
der to protect the machine against rust.

60-1020 
Universal Holding Fixture 

for 60-1000 for round samples from 50 to
150 mm dia., cube moulds from 50 to 200
mm edge length as well as concrete pave-
ment blocks in different sizes.


